I Replacement Tips

Unit : mm

Medium  For 933, 900M, 900M-ESD, 907, 907-ESD
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Large  For 934, 900L, 900L-ESD, 908, 908-ESD
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*These tips are tinned on the soldering surface only.

Tip Out Dia.08.5mm

l For SMD Desoldering

| 907 [ 907ESD | 900M |9ooMESD|
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| Tip Holder (No.900M-1000) |
+
| Tip |
No.900M-1000
Tapping Screw  Tip* Nut Tip I-‘Iolder
Spring Washer
*Tip is not included.
Optional Tips Unit : mm
Part No. Tip Size
A B c D
924-T-1002 125 | 95 | 125 | 95
924-T-1003 155 | 125 | 155 | 12,5
924-T-1004 16.3 | 133 | 163 | 133
924-T-1005 17.0 | 140 | 17.0 | 14.0
924-T-1006 23.0 | 20.0 | 17.0 | 14.0
924-T-1007 20.0 | 17.0 | 200 | 17.0
Part No. Tip Size
A B T
924-T-1010 6.0 5.0 O <
924-T-1011 6.0 10.0
924-T-1012 7.0 12.5 2
924-T-1013 9.0 15.2 B
924-T-1014 9.0 18.0
Part No. Type 4
o
924-T-1020 Spatula 9.5 | osmea—t




